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ALUMINO-THERMIC
WELD SEE DETAIL
8-16

METALLIC PIPE '\

4* x 4* x 8 REDWOQD POST

TEST BOX (POST MOUNTED)
FOR WIRING SEE DETAIL 8-9

2" GALV STL. CONDUIT
CONDUIT CLAMP (TYP)

2 x 2 x 8" CONCRETE PAD
FINISH GRADE

4-NO. 8 AWG STRD
COPPER WIRE
WHMW/PE INSUL.

HEAT SHRINKABLE
CASING SEAL
(TYP 2 PLCS)

NOTE:

1. THE ANNULAR SPACE
BETWEEN THE CARRIER
PIPE AND CASING SHALL

NOT BE FILLED VOID OF
ANY MATERIAL.

TEST BOX (AT GRADE)
FOR WIRING
SEE DETAIL 8-189

FINISHED GRADE

4-NO. 8 AWG STRD
COPPER WIRE
WHMW/PE INSUL

T

NYLON OR MAX | va|
P.V.C. INSULATING ave)
CENTRALIZERS
(TYP)

STEEL PIPE CASING
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2' x 2' x 8 CONCRETE PAD
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NOTE:

1. THE AT-GRADE TEST BOX
ALTERNATE TO BE USED
AT THE DIRECTION OF
THE DISTRICTS
REPRESENTATIVE.
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